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shown for reasons of clarity

3 2 15 4 3 2 1117 4 3 23 2 1 3 2 12 1

X3 (230

X15 X8

Fuse inside

X5X14

X13 X12 X11 X10 X4  (230 V ~ )

230 V ~ , 50 Hz

555 444 111222333

NL1 L

24 V = 230 V ~
444 333 111222333

NL1 L
F1 (3,15 AT)

222

S

222222 111111

VC4013 Honeywell 230 V~

3 2 1

OFF

ON

C

 

17 16 1415 13 12 11 10 9 8 7 6 5 4 3 2 1

X15 
(24V=)

X14

PC

12345 12 12345 123

X13 
(24V =)

X12 
(24V =)

N/A

X11 
(24V =)

N/A

X10 
(24V =)

N/A

X8 
(230V ~)

X5 
(230V ~)

123 123456

230V ~24V =
http://www.intergasverwarming.nl

X4 
(230V ~)

X3 
(230V ~)

X2 
(230V ~)

X1 
(230V ~)

12 12

ICX PCB 

LIN
K

 

 

Parameter P001 = option 1
for PDHW
Parameter P081 = option 3

Parameter P070 = adjust to
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*External Hot water
timer (Volt free switching)

*Hot water can be timed
via the built-in PCB function
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